


AFUE Rating to Cost Savings Comparison for Every $100 Spent*

With the purchase and installation of an ENERGY STAR® qualified furnace,  
you may be eligible for a rebate from your local utility company. 

90% AFUE

$90

$10

90% is used to heat your home, 
10% escapes through the 
exhaust of your furnace.

80% AFUE

80% is used to heat your home, 
20% escapes through the 
exhaust of your furnace. 

$80

$20

Fill your home with warmth from a quiet-operating Whirlpool® gas furnace. These efficient systems 
provide quiet operation, improved air circulation, lower energy costs and increased home comfort. With 
a new Whirlpool® gas furnace, you’ll experience the dependable comfort, reliability and value you’d 
expect from the world’s number one brand in home appliances.

Would you like to get more heat from your furnace while using less fuel?

Furnace operating efficiency is measured by the Annual Fuel Utilization Efficiency (AFUE) rating. The 
Whirlpool® 80% AFUE WFA Series is engineered with a unique “serpentine” heat exchanger that 
provides efficient heat transfer. Its no-weld design ensures efficient and reliable performance. 

The 90% AFUE WFC Series is engineered with dual heat exchangers—a primary “serpentine” heat 
exchanger and a secondary heat exchanger. This dual heat exchanger system efficiently extracts 
more of the remaining usable heat and sends it into your home. 

Additional Features
	 • Compact 40" (WFA Models) and 44" (WFC Models) cabinet height

	 • 1-Piece construction for cabinet integrity

	 • Control circuit fuse protection

	 • �Permanently lubricated blower and draft motors for low maintenance,  
optimum efficiency and long life

Cozy and Warm All Season Long

A 	 WFCU Models: No-Weld, Crimped  
Aluminized Steel Heat Exchanger

	 WFCT & WFCC Models: No-Weld, Crimped  
Stainless Steel Heat Exchanger

	 Wide chamber design offers long life, corrosion resistance  
and efficient, quiet performance.

B 	 Solid State Integrated Control Board 
	 Features A/C relay, plus power terminals for adding indoor  

air quality products such as electronic air cleaners and  
humidifiers. Capable of twinning two furnaces.

C 	 Aluminized Steel In-Shot Burners with Sound Reducers
	 Provides smooth, efficient operation and reliable  

combustion efficiency.

D 	 Single-Stage Gas Valve 
	 Provides safe and reliable gas control.

E 	 Heavy-Duty Induced Draft Motor 
	 Stainless steel shaft and cooling fan provide trouble-free service. 

F 	 Multi-Speed Blower
	 Allows for a wide airflow range.

G 	 Secondary Heat Exchanger 
	 High-grade, corrosion-resistant stainless steel extracts additional heat 

and transfers it into the airflow for added comfort and savings.

H 	 Durable, Baked Polyester Pre-Painted Steel Cabinet 
	 Offers a long-lasting, high-quality finish that resists  

scratches and rust.

 I 	 Fully-Insulated Cabinet and Blower Compartment 
	 Enhances efficiency and noise reduction.

 J 	 PVC or ABS Venting (Canada requires ULC 636 venting.)

	 Field-proven safe, trouble-free and economical venting.  

80% AFUE WFA Series  
Energy Efficient Whirlpool® Gas Furnace

A 	 No-Weld, Crimped Aluminized Steel Heat Exchanger
	 Wide chamber design offers long life, corrosion resistance  

and efficient, quiet performance.

B 	 Solid State Integrated Control Board 
	 Features A/C relay, plus power terminals for adding indoor  

air quality products such as electronic air cleaners and 
humidifiers. Capable of twinning two furnaces.

C 	 Aluminized Steel In-Shot Burners with Sound Reducers
	 Provides smooth, efficient operation and reliable  

combustion efficiency.

D 	 Single-Stage Gas Valve 
	 Provides safe and reliable gas control.

E 	 Heavy-Duty Induced Draft Motor 
	 Stainless steel shaft and cooling fan provide trouble-free service. 

F 	 Multi-Speed Blower
	 Allows for a wide airflow range.

G 	 Durable, Baked Polyester Pre-Painted Steel Cabinet 
	 Offers a long-lasting, high-quality finish that resists  

scratches and rust.

H 	 Fully-Insulated Cabinet and Blower Compartment 
	 Enhances efficiency and noise reduction.

 I 	 ”Class B” Venting (Check building codes applicable in your area)

	 Field-proven safe and economical venting.

90% AFUE WFC Series  
Energy Efficient Whirlpool® Gas Furnace

LP conversion kits available. LO-NOx models available. Meets California NOx requirements. All specifications subject to change without notice.

The 80% WFA 
furnaces are 
available in upflow, 
upflow/horizontal 
and counterflow/
horizontal models 
from 50,000 to 
150,000 BTUH.

High-efficiency 
units are available in 
upflow, counterflow 
and horizontal models 
from 50,000 to 
150,000 BTUH.
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*Chart is for illustrative purposes only. Your savings may be affected by local climate, the energy efficiency of your home, and/or your lifestyle. 


